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ADDITIVES

Modern plastics processing increasingly relies on high-
performance additive solutions that support efficient
production and consistent material quality.

ADDPERM additives are substances incorporated into
polymers in small quantities, primarily to improve and
optimize processing operations as well as enhance
the functional properties of the final product. They are
designed to increase processing efficiency, production
stability, and the surface quality of plastic products.

The role of processing additives includes improving
polymer melt flow, reducing friction and protecting the
material from degradation during processing operations
such as extrusion or injection moulding.

Our additive masterbatches are developed using
proven additive technologies and carefully selected
raw materials. Active components or optimized additive
packages are incorporated at concentration levels
adapted to recycled materials, processing technologies
and final application requirements. The use of
compatible carrier resins ensures uniform additive
distribution and stable processing behaviour.

The growing demand for higher recycled content and
more sustainable material solutions makes advanced
additive technologies an important part of modern
plastics processing. Our portfolio is designed to support
efficient processing and consistent product quality
when working with recycled polymers.

The following product tables provide key technical
information such as additive function, active substance
content and carrier type, enabling fast and easy product
selection for specific processing and application needs.
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Key functions of ADDPERM
additives include:

Reduction of friction

easier mould filling

reduced injection
pressure

Improvement of melt
flow behaviour

improved material
homogeneity

oxidation protection
Protection against
thermal degradation

stabilization at elevated
processing temperatures

Reduction of polymer degradation caused by UV
exposure

reduced surface defects
(e.g. melt fracture or

Improvement of surface o .
P shark skin" in extrusion)

quality of finished
products

improved gloss and visual
appearance

Improvement of film quality, especially when using
recycled materials

Odour reduction and emission control in recycled
polymers




POLYOLEFINS

PRODUCT CARRIER Additive [%] Additive Type
ADDPERM PE AO 1010-20 PE 20 Primary Phenolic Antioxidant AO-18
ADDPERM PE AO 168-20 PE 20 Secondary Phosphite Antioxidant AO PS-2
ADDPERM PE AO 1076-20 PE 20 Primary Phenolic Antioxidant AO-3
ADDPERM PE AO 225-20 PE 20 1:1 Blend of AO PS-2 and AO-18
ADDPERM PE AO 220-20 PE 20 31 Blend of AO PS-2 and AO-18
ADDPERM ANTIOXIDANT DP 52898 PE 5 Nonylphenol-free Phosphite Antioxidant
ADDPERM PE HALS 2020-50 PE 50 UV Stabilizer HALS-11
ADDPERM PE HALS 2020-20 PE 20 UV Stabilizer HALS-11
ADDPERM PE HALS 622-40 PE 40 UV Stabilizer HALS-2
ADDPERM PE HALS 783-20 PE 20 UV Stabilizer HALS-6
ADDPERM PP HALS 770-20 PP 20 UV Stabilizer HALS-1
ADDPERM PE UVA-19-20 PE 20 UV Absorber (benzophenone)
ADDPERM FILLER DP 72893 PE 70 Talc Filler
ADDPERM FILLER DP 7010-80 PE 83 CaCOg3 Filler
ADDPERM FILLER DL 74170 PP 84 CaCOg3 Filler
ADDPERM MODIFIER DL 04891 PP 7.5 PP MFI enhancer
ADDPERM MODIFIER DH 04890 HDPE 10 PE MFI reducer
ADDPERM NUKL. DL 7520-10 PP 75 Nucleant
ADDPERM NEUTRALIZER DP 05248 PE \ Odor neutralizer
ADDPERM DRY DP 8006-80 PE 80 Dessicant (economy)
ADDPERM DRY DP 8003-70 PE 70 Dessicant (standard)
ADDPERM DRY DP 85432 PE 70 Dessicant (premium)
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ADDPERM COMPATIBILIZER DE 01890 PE \ Coupling additive (bonding unlike materials)
ADDPERM CLEAN DP 0309-25 PE 25 Cleaning agent for start/stop systems
ADDPERM PROCESS DP 92870 PE PFAS-free Processing Aid (<240 °C)
ADDPERM PROCESS DP 92871 PE PFAS-free Processing Aid (<300 °C)

ENGINEERING PLASTICS

PRODUCT CARRIER Additive [%] Additive Type
ADDPERM MODIFIER DS 05910 PS 20 Impact Modifier
ADDPERM PS AO B9go0-15 PS 15 1.4 Blend of AO-3 and PS-2
ADDPERM BRIGHT DS 75890 PS 10 Optical brightener
ADDPERM PROCESS DS 95870 PS 3 Mold-release agent
ADDPERM PA AO 1098-10 PA 10 Primary Phenolic Antioxidant AO-7
ADDPERM BRIGHT DS 75890 PET 10 Optical brightener
ADDPERM PET AO 168-10 PET 10 Secondary Phosphite Antioxidant AO PS-2
PLASTOPERM BLUE KT 71415 TR PET 0.5 Anti-yellowing agent
ADDPERM COMPATIBILIZER DE 04172 EMA \ Compatibilizer




